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Remanufacturing Instructions         
Samsung ML 1630                     
 
 

    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 

For Technical Support, please cal l (800) 322 8992 ext. 110 
 

OEM Reference Information: 
 
Part #    Yield @ 5%  
MLD1630A   2000  
   
 
 

 
1. Remove three screws from the left end cap 
(Fig. 1). Do not remove the end cap. 

 
2. Remove three screws from the right end cap 
(Fig. 2). Do not remove the end cap. 
 
Note: The drum axle on this end cap is keyed. 
Be sure the drum axle is inserted properly into 
the end cap during reassembly. 
 

Fig. 1 

Fig. 2 Axle position 
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3. Use a small flat head screw driver to release 
the locking tab on the bottom side of the left 
end cap (Fig. 3). 

 
4. On the same end cap, release the locking tab 
on the top side of the cartridge (Fig. 4). 
Once both tabs are released remove the end 
cap. 

 
5. The right end cap has one locking tab on the 
top of the cartridge (Fig. 5). Release the tab 
and remove the end cap. 

 
6. Once both end caps are removed, remove 
the PCR housing from the center of the 
cartridge (Fig. 6). 

Fig. 3 

Fig. 4 

Fig. 5 

Fig. 6 
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7. Lift up on each of the PCR plastic cradles 
(Fig. 7). 

 
8. Remove the PCR from the cradles (Fig. 8).  
Clean with a lint free wax free cloth. 
Reassemble and set aside. 

 
9. Remove the drum axle from the non geared 
end of the drum (Fig. 9). This will release the 
drum unit from the toner hopper. 

 
10. Remove the drum from the waste bin (Fig. 
10).  

Fig. 7 

Fig. 8 

Fig. 9 

Fig. 10 
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11. Remove two screws from the wiper blade 
(Fig. 11). Remove wiper blade.  

 
12. Clean all residual toner from the waste bin 
(Fig.12). Inspect recovery blade and replace if 
damaged.  

 
13. Replace drum and wiper blade as needed 
and reassemble drum unit in reverse order 
(Fig.13). 

 
14. Remove the fill plug and dump all 
remaining toner from the hopper (Fig. 14). 

Fig. 11 

Fig. 12 

Fig. 13 

Fig. 14 
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16. Remove the contact spring using needle 
nose pliers (Fig. 15). 
 
Note: Use this photo for proper installation of 
the spring during reassembly. 

 
16. Release the locking tab on the developer 
roller stabilizer plate (Fig. 16). 

 
17. Remove the stabilizer plate (Fig. 17). 

 
18. Lift up on the non geared end (roller shaft) 
of the developer roller to remove it from the 
toner hopper (Fig. 18). 
 
 

Fig. 15 

Fig. 16 

Fig. 17 

Fig. 18 
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19. Its not necessary to remove any of the 
drive gears from the toner hopper.  
This photo can be used as a guide if one falls 
off during the cleaning process (Fig. 19). 

 
20. Remove two screws form the doctor blade 
(Fig. 20). Remove the blade. 

 
21. Remove all remaining toner from the 
hopper using a vacuum or compressed air 
(Fig.21). 

 
22. Clean the developer roller with a lint free, 
wax free wipe. Clean the leading edge of the 
doctor bar of all toner using a Q - tip. 
Reassemble the hopper in reverse order. Fill 
the hopper through the fill hole with the 
appropriate gram load (Fig. 22). 

Fig. 19 

Fig. 20 

Fig. 21 

Fig. 22 
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23. Attach the drum unit to the hopper by 
placing each end of the drum axle into the 
slots on the toner hopper. Insert the PCR 
housing in the center and secure the toner 
cartridge with both end caps (Fig. 23). 

 
24. Use a small flat head screw driver to 
remove the two welds securing the chip cover 
(Fig. 24) 

 
25. Remove the cover and replace the chip 
(Fig. 25). The chip must be replaced every 
cycle. After replacing the chip, secure the 
cover using caulking or glue.  

Fig. 23 

Fig. 24 

Fig. 25 
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Oasis and You … Succeeding Together! 
 

 

 
 
 
 

 
 
© 2007 Oasis Imaging Products, Inc. Any attempt to reproduce any part of these instructions without the written consent of 
Oasis Imaging Products, Inc. may result in legal action.  All registered trademarks are the property of their respective owners. 
 

 To reach all offices in the US & Canada call (800) 322 - 8992  

Illinois 
Fax: (972) 692-6976 

California 
Fax: ((714) 908-7788 

Texas 
Fax: (972) 692-6976 

Canada 
Fax: (972) 692-6976 

North Carolina 
Fax: (603) 386-7575 

Corporate Offices 
New Hampshire 
(603) 880-3991 
Fax: (603) 598-4277 
 

Tennessee 
R & D Center 
Fax: (901) 366-9756 

South America 
International:  
(603) 880-1552 
Fax: (603) 386-7575 

Europe  
Netherlands 
011-31-24-388-2233 
Fax: 011-31-24-355-7373 

 

  

   


